
W912P8-06-R-0012

East of IHNC

AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT

Except as provided herein, all terms and conditions of the document referenced in Item 9A or 10A, as heretofore changed, remains unchanged and in full force and effect.

15A. NAME AND TITLE OF SIGNER (Type or print)

30-105-04EXCEPTION TO SF 30
APPROVED BY OIRM 11-84

STANDARD FORM 30 (Rev. 10-83)
Prescribed by GSA
FAR (48 CFR) 53.243

The above-numbered Request for Proposal No. W912P8-06-R-0012 for Hurricane Protection Levee, East Side of IHNC from GIWW Levee to
 Lake Pontchartrain Levee is hereby amended as follows:

THE CLOSING DATE AND TIME IS HEREBY RE-ESTABLISHED AS MONDAY, 17 OCTOBER 2005, AT 4:30 P.M..

This amendment also makes the changes shown on the following pages.  
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B. THE ABOVE NUMBERED CONTRACT/ORDER IS MODIFIED TO REFLECT THE ADMINISTRATIVE CHANGES (such as changes in paying 
office, appropriation date, etc.) SET FORTH IN ITEM 14, PURSUANT TO THE AUTHORITY OF FAR 43.103(B).

C. THIS SUPPLEMENTAL AGREEMENT IS ENTERED INTO PURSUANT TO AUTHORITY OF:

D. OTHER (Specify type of modification and authority)

E. IMPORTANT:   Contractor is not,   is required to sign this document and return copies to the issuing office.

14. DESCRIPTION OF AMENDMENT/MODIFICATION  (Organized by UCF section headings, including solicitation/contract subject matter
 where feasible.)

10A. MOD. OF CONTRACT/ORDER NO.

0002

2. AMENDMENT/MODIFICATION NO. 5. PROJECT NO.(If applicable)

6. ISSUED BY

3. EFFECTIVE DATE

14-Oct-2005

CODE

USACE, CONTRACTING DIVISION
ATTN: CEMVN-CT, ROOM 172
7400 LEAKE AVE.
NEW ORLEANS LA 70118-3651

W912P8 7. ADMINISTERED BY  (If other than item 6)

4. REQUISITION/PURCHASE REQ. NO.

CODE

See Item 6

FACILITY CODECODE

EMAIL:TEL:



W912P8-06-R-0012

01572-2 EDXX-XXX

SECTION SF 30 BLOCK 14 CONTINUATION PAGE

SUMMARY OF CHANGES   

(End of Summary of Changes)

The following items are applicable to this modification:   
        AMENDMENT 0002
SPECIFICATIONS:

1. 00010, Bidding Schedule.  Add Item 0020, ”Railroad Insurance”, to be paid as 01 unit at
the LS (lump sum) price.

2. 00010, Bidding Schedule.  Revise the payment for Item 0002, Clean and Remove
Debris, to be paid as 01 unit at the LS (lump sum) price.

3. 00010, Bidding Schedule.  Add Item 0021, “Truck Wash Down Racks”, to be paid as 01
unit at the LS (lump sum) price.

4. 00010, Bidding Schedule.  Add Item 0022, “Silt Fences”, to be paid per linear foot (LF)
at the quantity (9000 LF) indicated on the schedule.

5. 01100, General Provisions. Add the following paragraphs to this Section as paragraphs
18 and 19 and make the appropriate additions to the Section Table of Contents.

18. REQUIRED INSURANCE (RAILROAD)

a. Measurement and Payment

No separate measurement shall be made for railroad insurance and shall be paid
for at the contract lump sum price for “Railroad Insurance”.

b. Before commencing any work under this contract adjacent to or on the
premises of each railroad, the Contractor shall procure and maintain in force, so
long as work shall continue upon such premises, and at its sole expense,
comprehensive general and automobile liability insurance with contractual liability
endorsement and products and completed operation hazards included, which
shall provide the following kinds and amounts of insurance:

(1) Contractor's Public Liability and Property Damage Liability Insurance.
Similar insurance in the same amounts will be provided by or in behalf of
any subcontractors to cover their operations.

Combined Single Limit for Bodily Injury Liability, Property Damage Liability
and Physical Damage to Property - $2,000,000 per occurrence
Aggregate Limit -  $6,000,000 for the term of the policy
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(2) Contractor's Protective Public Liability and Property Damage Liability
Insurance.  This insurance will be required in addition to the above when
any work is performed by subcontractor.

Combined Single Limit for Bodily Injury Liability, Property Damage Liability
and Physical Damage to Property - $2,000,000 per occurrence
Aggregate Limit - $6,000,000 for the term of the policy

(3) Each Railroad’s Protective Public Liability and Property Damage
Liability Insurance.  This insurance policy will name the specific railroad
insured with respect to the operations of the Contractor or any
subcontractor employed by the Contractor and shall be on the form of
Railroad Protective Policy as accepted by the Association of American
Railroads and Mutual Insurance Rating Bureau.

Combined Single Limit for Bodily Injury Liability, Property Damage Liability
and Physical Damage to Property - $2,000,000 per occurrence
Aggregate Limit - $6,000,000 for the term of the policy

c. The Contractor shall not commence any of the said work until evidence of such
insurance is furnished to the Contracting Officer and each specific railroad in a
form satisfactory to them.  In addition, the Contractor shall furnish evidence of a
commitment by the Insurance Company to notify the Contracting Officer and the
railroad in writing of any material change or cancellation is of such required
insurance for any reason at least 30 days before such change or cancellation is
effective.

d. The Contractor will be required to provide each railroad with a certificate of
insurance to, which will be attached on endorsement, the form of which will be
furnished by the railroad and prepared by the Insurer.  Payment for furnishing
railroad insurance will be made at the contract lump sum price for "Railroad
Insurance".

19. WORK ON OR ADJACENT TO RAILROAD

The following will apply to contract operations on or adjacent to the premises of each
railroad:

a.  The Contractor shall, before entering upon the premises of each railroad,
contact both the Contracting Officer’s Representative (COR) to make
arrangements to secure written permission from an authorized representative of
each railroad for the use and occupancy of its premises.  The Contractor shall
confer with officials of each specific railroad relative to its requirements for
clearances, operation and general regulations.
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b. The Contractor shall fully coordinate his/her work with the operations of each
railroad.  The Contractor shall notify the COR in writing 15 days in advance of
commencing work.

c. The Contractor shall comply with all established pertinent regulations and
requirements of the Interstate Commerce Commission and each specific railroad.

d. The Contractor shall perform all work adjacent to or on the property of each
railroad so as not to interrupt or delay the operation of trains over the tracks in
use, or to interfere with communications and signal lines adjacent to said tracks
or upon said premises except under arrangements between the Contractor and
each railroad.  The maximum length of interruption shall not be longer than 48
consecutive hours.  If the contractor chooses, and the specific railroad agrees in
writing, to interrupt for longer than 48 hours, he shall provide temporary track
work (false work) in accordance with AREMA standards.  Measurement for
payment for furnishing and installing false work will be negotiated at a mutually
agreeable price.  During the progress of such work, the Contractor shall maintain
liaison with each railroad’s officers and representatives as may be designated by
each railroad so as to ascertain the time of passage of trains at the site of the
work, and to clear the railroad tracks and facilities of men, equipment and
obstructions to permit free flow of railroad traffic.  In the event the Contractor
requires a crossing of the specific railroad’s right-of-way and tracks at other than
a public crossing with its machinery or equipment incident to the contract, the
Contractor shall first enter into an agreement satisfactory to the railroad setting
forth the terms and conditions with respect to the establishment, use, and
removal of such crossing.

e. The Contractor shall, at all times during the period of construction, keep the
railroad tracks and roadbed free of materials, earth, mud, rocks and other debris.

f. The Contractor shall keep all equipment, tools and materials stored at least 15
feet from the centerline of any usable track.  Explosives or other highly
flammable substances shall not be stored on the railroad right-of-way without the
prior approval of the railroad’s representative.

g. Flagging Protection or Watchman Services.  The Contractor shall be
responsible for arranging with each railroad for flagging protection or watchman
service, which is required whenever his/her equipment and/or men are working
within 50-feet of the centerline of any operable track, or over, under or adjacent
thereto.  Flagging or watchman service will also be required whenever boom
equipment machinery is working closer to the track centerline than boom length
(horizontally extended and at right angles to the track) plus 15-feet.  The
Contractor shall give 72 hours advance notice to the railroad’s Division
Superintendent in order that flagging protection or watchman service can be
arranged and provided.  No work shall be undertaken until said flagman or
watchmen are at the job site.
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h. The Contractor shall remove all tools, equipment and materials from the
railroad’s premises promptly upon completion of work, restoring premises to the
same state and condition as when the Contractor entered thereon.

i. The Contractor shall remove any liens against the specific railroad’s property
arising from performance of work hereunder by the Contractor or any
subcontractor.

j. Inspection Services.  The specific railroad will furnish such watching, flagging
and inspection services as outlined below during construction, all cost of which is
to be reimbursed by the Contractor.  Payment for furnishing railroad flagging,
watchman or inspection services will be distributed among the existing bid items.

(1) Flagging Service.  This service will be provided during all times that
tracks are or may probably be occupied or fouled by materials, equipment
or work of the Contractor.  Any encroachment closer than 50-feet
horizontally from centerline of track and any crane positioned such that
drop of its boom can so encroach upon horizontal clearances shall be
considered a condition requiring flagging services.  Each railroad will
provide flagging service with one man normally required at all times when
the Contractor is performing the work which requires this service, but
sufficient time must be given so arrangements can be made.  If work is
done at points separated by more than one mile it is likely that more than
one flagman will be required.

(2) Watchman Service.  The purpose of this service is to insure that
Contractor's operations do not damage railroad facilities nor foul
operations unless flagging service has been arranged.  The watchman
assigned will flag trains if they deem necessary, but such service is
intended to eliminate the need of unplanned flagging.  Such service will be
required at all times that work is done (or crane boom can fall) within 15-
feet of centerline of track when any work is done in the railroad’s
embankment under or adjacent to track or when work is done above any
track.  In general, one watchman will be expected to cover work within a
one-mile stretch along the tracks.  Work more widely scattered will require
additional watchmen.

k. Before commencing any work under the contract whether on or adjacent of the
rights-of-way of each railroad, the Contractor and applicable subcontractors shall
procure and keep in effect during the period of such work, at the Contractor's
own cost and expense insurance in accordance with the above General
Provision entitled "REQUIRED INSURANCE (RAILROAD)."  Payment for
furnishing the required insurance will be made at the contract lump sum price bid
for "Railroad Insurance".
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6.  01100, General Provisions. Add the following paragraph to this Section as paragraph 20 and
make the appropriate addition to the Section Table of Contents.

20. Contractor Work Phasing and Coordination

The contractor shall begin work at the GIWW end of the project and work
northward toward Lake Pontchartrain.

The contractor is advised that the Government will be letting other contractors in
this general work area. The contractor shall afford other contractors reasonable
opportunity for the introduction and storage of their materials and the execution
of their work, and shall properly connect and coordinate his work with others.

7. 02231, para. 1.2.1, Measurement. Delete this paragraph in its entirety and add:   “No
separate measurement shall be made for cleaning and removal of debris.”

8. 02231, para. 1.2.2, Payment. Revise the first sentence to read:  “Payment to clean and
remove debris will be made at the contract lump sum price for “Clean and Remove Debris.”

9. 02318, para. 3.1.1, General. In the first sentence delete”30” and insert “10”.

10. 02318, para. 3.1.2.1,Criteria. Delete the second sentence which reads: “The permissible
depths in the borrow area are indicated on the drawings.”

11. 02318, para. 3.1.3, Use of Bonnet Carre Floodway Borrow Area. In the third line, delete
“shown on the drawings” and insert “provided by the Government.”

12. 02332, para. 1.4.3, Stone Protection and Riprap. In the second sentence, delete “Stone
Scour Protection” and insert “Embankment Stone Protection.”

13. 02332, para. 3.4.1.1, Criteria. Revise the first sentence to read: “Access roads shall be by
local streets as shown on the Work Site Location Map.”

14. Add Section 01572, Truck Wash Down Racks, attached to this Amendment 0002 and add
this Section to the Table of Contents.

15. Add Section 02950, Silt Fencing, attached to this Amendment 0002 and add this Section to
the Table of Contents.
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SECTION 01572 – TRUCK WASH-DOWN RACKS

PART .1  GENERAL
Error! Bookmark not defined.

1.1 ..SCOPE
........Error! Bookmark not defined.
1.2 ..REFERENCES
........Error! Bookmark not defined.
1.3 ..MEASUREMENT AND PAYMENT
........Error! Bookmark not defined.

PART .2  PRODUCTS (Not Applicable)
Error! Bookmark not defined.

PART .3  EXECUTION
Error! Bookmark not defined.

3.1..Truck Wash-Down Rack.
........Error! Bookmark not defined.
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SECTION 01572 – TRUCK WASH-DOWN RACKS

PART 1 GENERAL

1.1 SCOPE

The work specified in this section consists of the Contractor designing, implementing
and maintaining approved truck wash-down rack(s) at the construction sites as
needed to not carry mud onto the local streets.

1.2 REFERENCES

STORM WATER GENERAL PERMIT FOR CONSTRUCTION ACTIVITIES

PERMIT NO. LAR100000 (1999) Authorization To Discharge Under The
Louisiana Pollutant Discharge Elimination System

1.3 MEASUREMENT AND PAYMENT

No measurement will be made for the temporary truck wash-down rack designed,
constructed and maintained by the Contractor.  Payment for the temporary truck
wash-down rack, including its maintenance and removal, will be made at the contract
lump sum price for “Truck Wash-Down Racks”.  Price and payment shall constitute
full compensation for furnishing the design, and all plant, labor, equipment, and
material to complete the work as specified herein.

PART 2 PRODUCTS (Not Applicable)

PART 3 EXECUTION

3.1. Truck Wash-Down Racks.

The Contractor shall design, submit to the Contracting Officer for approval, and
provide hard-surfaced truck wash-down racks to be located at a point of egress from
the construction sites onto the local roads during all construction operations to
eliminate mud and debris transported onto public roads.  All trucks utilized for hauling
shall be pressure washed on the wash-down racks prior to departing the construction
site.  The truck wash-down racks shall be sized and located within the rights-of-way
for the access road per the Contractor’s proposed equipment and construction site
layout.
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1.  The hard surfaced truck wash-down racks shall consist of a Contractor
designed steel grated structure, wooden timber crane mats, or an equivalent
method.

2.  Surfacing meeting the requirements of Section 02731 shall be located at the
borrow area and between the truck wash-down racks and the local roads.

3.  All truck wash-down racks waste water and sediment shall be intercepted
before draining offsite.  The water shall be returned to the drainage canal
paralleling the project and the sediment removed and disposed of.

4.  Additionally, the Contractor shall station a mechanical street sweeper on site
and shall immediately clean the local roads as well as required areas along haul
routes through the City of New Orleans of any debris falling off the washed
trucks.

5.  Upon completion of the hauling operation, the Contractor shall remove the
truck wash-down racks and all appurtenances from the construction site.

6.  The area where the truck wash-down racks were located shall be restored to
the condition or better than prior to construction activities.  All aggregate placed
between the wash-down racks and the local roadway shall be removed.
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SECTION 02950 – SILT FENCING-

PART 1 GENERAL

1.1 SCOPE

The work specified in this section consists of the Contractor furnishing, installing and
maintaining silt fencing along both sides of the entire project length as needed to
control sediment transport.

1.2 REFERENCES

The publications listed below form a part of this specification to the extent referenced.
The publications are referred to in the text by basic designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 4439 (2000) Standard Terminology for Geosynthetics

ASTM D 4491 (1999a) Water Permeability of Geotextiles by
Permittivity

ASTM D 4632 (1991;R1996) Grab Breaking Load and Elongation of
Geotextiles

ASTM D 4751 (1999a) Determining Apparent Opening Size of a
Geotextile

ASTM D 4833 (2000e1) Index Puncture Resistance of Geotextiles,
Geomembranes, and Related Products

ASTM D 4873 (2001) Identification, Storage, and Handling of
Geosynthetic Rolls

1.3 MEASUREMENT AND PAYMENT

1.3.1 RESERVED

1.3.2 Silt Fence

Measurement for silt fences satisfactorily placed will be made by the linear foot.
Payment for silt fences as specified herein will be made at the contract unit price per
linear foot for "Silt Fences."  Price and payment shall constitute full compensation for
furnishing all plant, labor, materials and equipment, including geotextile fabric, and
performing all operations necessary for the placement and maintenance of silt fences
throughout the contract period, including final dressing and cleanup.
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1.4 SUBMITTALS

Government approval is required for submittals with a "GA" designation; submittals
not having a "GA" designation are for information only.  When used, a designation
following the "GA" designation identifies the office that will review the submittal for the
Government.  The following shall be submitted in accordance with Section 01330,
“SUBMITTAL PROCEDURES”:

1.4.1 Certificates, GA

The Contractor shall submit the manufacturer’s certification of compliance for the
geotextile used on the silt fence.  All brands of geotextile that are used in construction
shall be accepted on the following basis.  At least 5 days prior to installation, the
Contractor shall furnish to the Contracting Officer, in duplicate, a mill certificate or
affidavit signed by a legally authorized official from the company manufacturing the
geotextile.  The certificate shall contain the signer's title, the name and address of the
Contractor, the contract number, and the project name and location.  The mill
certificate or affidavit shall attest that the geotextile meets the chemical, physical, and
manufacturing requirements stated in this specification.  Geotextiles shall not be
delivered to the site until the geotextile certificates are approved by the Contracting
Officer.

1.4.2 Samples, GA

A 5-foot by 5-foot sample of each geotextile that the Contractor plans to use shall
accompany the certificate.  If seams are used, then an additional 5-foot by 5-foot
sample containing a sample seam in the center of the geotextile sample shall be
submitted with the certificate.

1.5 SILT FENCE BARRIERS

The Contractor shall provide silt fences as a temporary structural practice to minimize
erosion and sediment runoff.  Silt fences shall be properly installed, as shown on the
contract drawings, to effectively retain sediment immediately after completing each
phase of work where erosion would occur in the form of sheet and rill erosion (e.g.
clearing and grubbing, excavation, embankment, and grading).  Silt fences shall be
installed at all work sites to control erosion.  Final removal of silt fence barriers shall
be upon approval by the Contracting Officer upon attaining a suitable stand of grass.

PART 2 PRODUCTS

2.1 COMPONENTS FOR SILT FENCE BARRIER

2.1.1 Filter Fabric

The geotextile shall comply with the requirements of ASTM D 4439, and shall consist
of polymeric filaments which are formed into a stable network such that filaments
retain their relative positions.  The filament shall consist of a long-chain synthetic
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polymer composed of at least 85 percent by weight of ester, propylene, or amide, and
shall contain stabilizers and/or inhibitors added to the base plastic to make the
filaments resistance to deterioration due to ultraviolet and heat exposure.  Synthetic
filter fabric shall contain ultraviolet ray inhibitors and stabilizers to provide a minimum
of six months of expected usable construction life at a temperature range of 0 to 120
degrees F.  The filter fabric shall meet the following requirements:

FILTER FABRIC FOR SILT SCREEN FENCE

PHYSICAL PROPERTY TEST PROCEDURE REQUIREMENT

Grab Tensile Strength, lbs. ASTM D 4632 220 min.

Grab Elongation at Ultimate (%) ASTM D 4632 20 % max.

Puncture Strength, lbs. ASTM D 4833 130 min.

Permittivity, per second ASTM D 4491 0.25 min.

AOS (U.S. Std Sieve) ASTM D 4751 30-70

2.1.2 Silt Fence Wooden Posts and Steel T-Posts

The Contractor may use either rounded wooden posts or steel T-posts for silt fence
construction.  Wooden posts utilized for silt fence construction, shall have a minimum
3-1/2 inch diameter, and shall have a minimum length of 7 feet, and shall be either
oak or pine wood.  Steel T-posts utilized for silt fence construction, shall have a
minimum weight of 1.33 pounds per linear foot and a minimum length of 7 feet.

2.1.3 Mill Certificate or Affidavit

A mill certificate or affidavit shall be provided attesting that the fabric and factory
seams meet chemical, physical, and manufacturing requirements specified above.
The mill certificate or affidavit shall specify the actual Minimum Average Roll Values
and shall identify the fabric supplied by roll identification numbers.  The Contractor
shall submit a mill certificate or affidavit signed by a legally authorized official from the
company manufacturing the filter fabric.

2.1.4 Identification, Storage and Handling

Filter fabric shall be identified, stored and handled in accordance with ASTM D 4873.

PART 3 EXECUTION

3.1 INSTALLATION OF SILT FENCE BARRIER

The silt fence shall be located and installed at all work sites. Filter fabric shall be from
a continuous roll cut to the length of the barrier to avoid the use of joints.  When joints
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are unavoidable, filter fabric shall be spliced together at a support post, with a
minimum 6-inch overlap, and securely sealed.  A trench shall be excavated
approximately 4 inches wide and 4 inches deep on the upslope side of the location of
the silt fence.  The 4-inch by 4-inch trench shall be backfilled and the soil compacted
over the filter fabric.  The geotextile shall be attached to the land side of the post with
wire or other method recommended by the manufacturer and such that a six inch
length of geotextile is left unattached at the bottom of the post, the unattached
geotextile embedded in the trench and the trench backfilled.  It is the responsibility of
the Contractor to maintain the integrity of the silt fence.  Any deficiencies shall be
immediately corrected by the Contractor.  The silt fence shall be promptly repaired or
replaced should it become damaged or otherwise ineffective.  The silt fence is to
remain in place upon completion of the project and a time sufficient to attain a suitable
stand of grass, or as directed by the Contracting Officer.  Its maintenance shall be
continual for that period of time for which excavated materials are placed in the area of
the silt fence.

3.2 RESERVED

3.3     RESERVED

3.4 MAINTENANCE

The Contractor shall maintain the temporary and permanent vegetation, erosion and
sediment control measures, and other protective measures in good and effective
operating condition by performing routine inspections to determine condition and
effectiveness, by restoration of destroyed vegetative cover, and by repair of erosion
and sediment control measures and other protective measures.  The following
procedures shall be followed to maintain the protective measures.

3.4.1 Silt Fence Barrier Maintenance

Silt fences shall be inspected in accordance with paragraph 3.3.  Any required repairs
shall be made promptly.  Close attention shall be paid to the repair of damaged silt
fence resulting from end runs and undercutting.  Should the fabric on a silt fence
decompose or become ineffective, and the barrier is still necessary, the fabric shall be
replaced promptly.  Sediment deposits shall be removed when deposits reach one-
third of the height of the barrier.  Sediments shall be utilized in the job or disposed of
as construction debris.  When a silt fence is no longer required, it shall be removed.
The immediate area occupied by the fence and any sediment deposits shall be
shaped to an acceptable grade.  The areas disturbed by this shaping shall be seeded
in accordance with Section 02922, “FERTILIZING, SEEDING AND MULCHING.”
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SECTION 02950 – SILT FENCING-

PART 1 GENERAL

1.1 SCOPE

The work specified in this section consists of the Contractor furnishing, installing and
maintaining silt fencing along both sides of the entire project length as needed to
control sediment transport.

1.2 REFERENCES

The publications listed below form a part of this specification to the extent referenced.
The publications are referred to in the text by basic designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 4439 (2000) Standard Terminology for Geosynthetics

ASTM D 4491 (1999a) Water Permeability of Geotextiles by
Permitivity

ASTM D 4632 (1991;R1996) Grab Breaking Load and Elongation of
Geotextiles

ASTM D 4751 (1999a) Determining Apparent Opening Size of a
Geotextile

ASTM D 4833 (2000e1) Index Puncture Resistance of Geotextiles,
Geomembranes, and Related Products

ASTM D 4873 (2001) Identification, Storage, and Handling of
Geosynthetic Rolls

1.3 MEASUREMENT AND PAYMENT

1.3.1 RESERVED

1.3.2 Silt Fence

Measurement for silt fences satisfactorily placed will be made by the linear foot.
Payment for silt fences as specified herein will be made at the contract unit price per
linear foot for "Silt Fences."  Price and payment shall constitute full compensation for
furnishing all plant, labor, materials and equipment, including geotextile fabric, and
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performing all operations necessary for the placement and maintenance of silt fences
throughout the contract period, including final dressing and cleanup.

1.4 SUBMITTALS

Government approval is required for submittals with a "GA" designation; submittals
not having a "GA" designation are for information only.  When used, a designation
following the "GA" designation identifies the office that will review the submittal for the
Government.  The following shall be submitted in accordance with Section 01330,
“SUBMITTAL PROCEDURES”:

1.4.1 Certificates, GA

The Contractor shall submit the manufacturer’s certification of compliance for the
geotextile used on the silt fence.  All brands of geotextile that are used in construction
shall be accepted on the following basis.  At least 5 days prior to installation, the
Contractor shall furnish to the Contracting Officer, in duplicate, a mill certificate or
affidavit signed by a legally authorized official from the company manufacturing the
geotextile.  The certificate shall contain the signer's title, the name and address of the
Contractor, the contract number, and the project name and location.  The mill
certificate or affidavit shall attest that the geotextile meets the chemical, physical, and
manufacturing requirements stated in this specification.  Geotextiles shall not be
delivered to the site until the geotextile certificates are approved by the Contracting
Officer.

1.4.2 Samples, GA

A 5-foot by 5-foot sample of each geotextile that the Contractor plans to use shall
accompany the certificate.  If seams are used, then an additional 5-foot by 5-foot
sample containing a sample seam in the center of the geotextile sample shall be
submitted with the certificate.

1.5 SILT FENCE BARRIERS

The Contractor shall provide silt fences as a temporary structural practice to minimize
erosion and sediment runoff.  Silt fences shall be properly installed, as shown on the
contract drawings, to effectively retain sediment immediately after completing each
phase of work where erosion would occur in the form of sheet and rill erosion (e.g.
clearing and grubbing, excavation, embankment, and grading).  Silt fences shall be
installed at all work sites to control erosion.  Final removal of silt fence barriers shall
be upon approval by the Contracting Officer upon attaining a suitable stand of grass.

PART 2 PRODUCTS

2.1 COMPONENTS FOR SILT FENCE BARRIER
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2.1.1 Filter Fabric

The geotextile shall comply with the requirements of ASTM D 4439, and shall consist
of polymeric filaments which are formed into a stable network such that filaments
retain their relative positions.  The filament shall consist of a long-chain synthetic
polymer composed of at least 85 percent by weight of ester, propylene, or amide, and
shall contain stabilizers and/or inhibitors added to the base plastic to make the
filaments resistance to deterioration due to ultraviolet and heat exposure.  Synthetic
filter fabric shall contain ultraviolet ray inhibitors and stabilizers to provide a minimum
of six months of expected usable construction life at a temperature range of 0 to 120
degrees F.  The filter fabric shall meet the following requirements:

FILTER FABRIC FOR SILT SCREEN FENCE

PHYSICAL PROPERTY TEST PROCEDURE REQUIREMENT

Grab Tensile Strength, lbs. ASTM D 4632 220 min.

Grab Elongation at Ultimate (%) ASTM D 4632 20 % max.

Puncture Strength, lbs. ASTM D 4833 130 min.

Permittivity, per second ASTM D 4491 0.25 min.

AOS (U.S. Std Sieve) ASTM D 4751 30-70

2.1.2 Silt Fence Wooden Posts and Steel T-Posts

The Contractor may use either rounded wooden posts or steel T-posts for silt fence
construction.  Wooden posts utilized for silt fence construction, shall have a minimum
3-1/2 inch diameter, and shall have a minimum length of 7 feet, and shall be either
oak or pine wood.  Steel T-posts utilized for silt fence construction shall have a
minimum weight of 1.33 pounds per linear foot and a minimum length of 7 feet.

2.1.3 Mill Certificate or Affidavit

A mill certificate or affidavit shall be provided attesting that the fabric and factory
seams meet chemical, physical, and manufacturing requirements specified above.
The mill certificate or affidavit shall specify the actual Minimum Average Roll Values
and shall identify the fabric supplied by roll identification numbers.  The Contractor
shall submit a mill certificate or affidavit signed by a legally authorized official from the
company manufacturing the filter fabric.

2.1.4 Identification, Storage and Handling

Filter fabric shall be identified, stored and handled in accordance with ASTM D 4873.
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PART 3 EXECUTION

3.1 INSTALLATION OF SILT FENCE BARRIER

The silt fence shall be located and installed at all work sites. Filter fabric shall be from
a continuous roll cut to the length of the barrier to avoid the use of joints.  When joints
are unavoidable, filter fabric shall be spliced together at a support post, with a
minimum 6-inch overlap, and securely sealed.  A trench shall be excavated
approximately 4 inches wide and 4 inches deep on the upslope side of the location of
the silt fence.  The 4-inch by 4-inch trench shall be backfilled and the soil compacted
over the filter fabric.  The geotextile shall be attached to the land side of the post with
wire or other method recommended by the manufacturer and such that a six-inch
length of geotextile is left unattached at the bottom of the post, the unattached
geotextile embedded in the trench and the trench backfilled.  It is the responsibility of
the Contractor to maintain the integrity of the silt fence.  Any deficiencies shall be
immediately corrected by the Contractor.  The silt fence shall be promptly repaired or
replaced should it become damaged or otherwise ineffective.  The silt fence is to
remain in place upon completion of the project and a time sufficient to attain a suitable
stand of grass or as directed by the Contracting Officer.  Its maintenance shall be
continual for that period of time for which excavated materials are placed in the area of
the silt fence.

3.2 RESERVED

3.3     RESERVED

3.4 MAINTENANCE

The Contractor shall maintain the temporary and permanent vegetation, erosion and
sediment control measures, and other protective measures in good and effective
operating condition by performing routine inspections to determine condition and
effectiveness, by restoration of destroyed vegetative cover, and by repair of erosion
and sediment control measures and other protective measures.  The following
procedures shall be followed to maintain the protective measures.

3.4.1 Silt Fence Barrier Maintenance

Silt fences shall be inspected in accordance with paragraph 3.3.  Any required repairs
shall be made promptly.  Close attention shall be paid to the repair of damaged silt
fence resulting from end runs and undercutting.  Should the fabric on a silt fence
decompose or become ineffective, and the barrier is still necessary, the fabric shall be
replaced promptly.  Sediment deposits shall be removed when deposits reach one-
third of the height of the barrier.  Sediments shall be utilized in the job or disposed of
as construction debris.  When a silt fence is no longer required, it shall be removed.
The immediate area occupied by the fence and any sediment deposits shall be
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shaped to an acceptable grade.  The areas disturbed by this shaping shall be seeded
in accordance with Section 02922, “FERTILIZING, SEEDING AND MULCHING.”


